
18 Ah...  Battery Care
The correct care of batteries supplied and fitted to 
the machine is vital, ensuring robust performance 
and extended operation.

Although the GEL battery 
specification is identical to 
that of our full model range 
the use of smaller machines 
can be quite different to that 
of the larger models.

Please note the following rules:-
(1) Always recharge the battery after use and repeat the recharging procedure each and every  
 time the machine is reused.

(2) In the event that the machine is not used for any extended period, recharge the battery   
 fully, but leave it unconnected to either the machine or charger until it is ready to be used  
 again. If the battery / Machine is out of commission for more than one month, recharge the  
 battery once more before fitting it to the machine again for reuse.

(3) If as a result of the lack of regular recharging, as indicated above and the battery exhibits a  
 loss of power, follow the reclaim procedure overleaf. In order to refresh and MAXIMISE   
 the battery performance.

(4) For ongoing use, follow the recharging rules at all times.

Battery Care
(A) If it is found that the batteries exhibit low run times, this maybe as a result of a poor   
 recharging routine:-

RECHARGE 4 TIMES ONE TIME AFTER ANOTHER 1 - 2 - 3 - 4 (See overleaf).

(B) This procedure should help to recover the battery condition to approximately 80%. 
 Continue to recharge every time after use to maintain good condition.

(C) After approximately 600 recharge cycles batteries should be replaced with new Numatic  
 approved models.
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                    In some cases we have found  
                     some Numatic Products are 
          used  for a short time,
            i.e. 15 minutes, not recharged,      
     then used again, then maybe not used for another week and 
eventually, batteries become very difficult to recharge as they have become progressively 
discharged by lack of use and failure to recharge.

Machines... With Separate Charger
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• To ensure that the batteries are completely discharged, run machine until the 
red battery light flashes (Fig 1).

• Disconnect the battery pack from the TTB 1840 using the red lever.

Ensure batteries are completely discharged.

TTB 1840 Battery Reclaim Instructions...
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Place Battery on Charge.2
• Connect battery to your TTB 1840 charger.
• Connect the charger to a suitable power supply and observe the red charging 

indicator light is illuminated (Fig 2).
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• After approximately 3 to 4 hours a green light should be illuminated to indicate 

a fully charged battery (Fig 3).
• Disconnect the battery from the charger.
• Disconnect the charger from the power supply.

Observe charging lights.
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• Connect the battery to the machine using the red lever (Fig 4).

Connect the battery to the machine.

Test Run Time
1
2
3
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Fig 1

Fig 4

6 Results.

• After completing the 4 cycles, your battery life should be increased 
to a run time of 40 mins, indicating the battery reclaim process has 
been successful.

• If after completing the reclaim process, there has been no          
improvement in the battery run times, this will indicate, that there 
is a faulty cell within the battery and therefore the battery will 
require replacing.
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• Using a stop watch record the run time of the machine, 
      until the battery is completely discharged and the 
      red light is flashing (Fig 1).

• Repeat steps (1 - 5) four times, ensuring the battery is not 
       left for long periods in a discharged state.

Run and cycle the battery.

Fig 2

Fig 3

Replace using a  
Numatic genuine battery pack
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